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NEC MultiSync Medical Display Series

Primary (Diagnostic) monitors

NEC MultiSync LCD Professional Series Medical Displays 

Secondary (Review/Referral)

MultiSync™MD21GS-2MP 
MD21GS-2MP-BKCB2 (black) Clear Base Version
MD21GS-2MP-BKBB2(black) Blue Base Version

MultiSync™MD21GS-3MP 
MD21GS-3MP-BKCB2 (black) Clear Base Version
MD21GS-3MP-BKBB2(black) Blue Base Version

MultiSync® LCD2190UXi
LCD2190UXi (white)**
LCD2190UXi-BK (black)**

MultiSync® LCD2090UXi
LCD2090UXi(white)**
LCD2090UXi-BK (black)**

MultiSync® LCD1990SXi
LCD1990SXi (white)**
LCD1990SXi-BK (black)**

LCD Size (VIS)* 21.3" 21.3" 19" 20" 21"

LCD Module Technology SA-Superfine Grayscale TFT Glass SA-Superfine Grayscale TFT Glass TFT-Active Matrix TFT-Active Matrix SA-Superfine TFT Active Matrix Glass

Active Screen Area 43.2 x 32.4 cm 43.3 x 32.5 cm 37.6 x 30.1 cm 40.8 x 30.6 cm 43.3 x 32.5 cm

Native Resolution 1200 x 1600 Landscape
1600 x 1200 Portrait 

2048 x 1536 Landscape
1536 x 2048 Portrait

1280 x 1024 1600 x 1200 1600 x 1200

Pixel Pitch .27mm .21mm 0.294mm 0.255mm 0.27mm

Brightness (cd/m2)(fl) at
native

900 cd/m2(263 fl) max,
400 cd/m2(117 fl) calibrated

700 cd/m2(204 fl) max,
400 cd/m2(117 fl) calibrated

270 cd/m2 250 cd/m2 250 cd/m2

Contrast Ratio (typical) 700:1 700:1 500:1 700:1 500:1

Response Time (typical) 35ms 35ms 25ms/Rapid Response 16ms/Rapid Response 20ms/Rapid Response

Viewing Angle (typical)
Up/Down/Left/Right

XtraView+™ 176°
88°/88°/88°/88°

XtraView+™ 176°
88°/88°/88°/88°

XtraView+™ 176°
88°/88°/88°/88°(CR>10)

XtraView+™ 176°
88°/88°/88°/88°(CR>10)

XtraView+™ 176°
88°/88°/88°/88°(CR>10)

Grayscale Tone 10-bit: 1024 shades of gray from a pallet 
of 3061

10-bit: 1024 shades of gray from a pallet 
of 3061

Over 16 million colors from 
1 billion (10bit LUT)

Over 16 million colors Over 16 million colors from 
1 billion (10bit LUT)

Input Connectors DVI-D and VGA DVI-D Ambix+ (15 Pin D-Sub,DVI-I,DVI-D) Ambix+ (15 Pin D-Sub,DVI-I,DVI-D) Ambix+ (15 Pin D-Sub,DVI-I,DVI-D)

Selectable Gamma DICOM, log-linear, 2.2, 1.8 
and programmable

DICOM, log-linear, 2.2, 1.8 
and programmable

DICOM SIM ,2.2, custom 
and programmable

N/A DICOM SIM ,2.2, custom 
and programmable

White Point
(color temperature)

CB - P104 simulation x=.292  y=.321 Approx.8000 K  
BB - P45 simulation x=.265 y=.320 Approx.14000 K

CB - P104 simulation x=.292  y=.321 Approx.8000 K  
BB - P45 simulation x=.265 y=.320 Approx.14000 K

N/A N/A N/A

Sensor Calibration
Brightness/White Point/External

Yes /Yes /Yes Yes /Yes /Yes Yes/Yes/Yes with 
optional software

N/A Yes/Yes/Yes with 
optional software

Power Supply(Internal) Yes Yes Yes Yes Yes

Power Consumption 
(typical)(120V)

65W 65W 48W 54W 52W

Power Savings <3W <3W < 2W <1W <2W

Tilt, Swivel Stand 25 up/5 down, 340° 25 up/5 down, 340° 25 up/5 down, 340° 25 up/5 down, 340° 25 up/5 down, 340°

Height Adjustable Stand 46mm 46mm 130mm 130mm 115mm

Pivot Enabled Stand Yes Yes Yes Yes Yes

VESA 100 x 100mm 100 x 100mm 100 x 100mm 100 x 100mm 100 x 100mm

USB Input For external colorimeter 
(calibration mode)

For external colorimeter 
(calibration mode)

No No No

Dimensions(WxHxD) 18.4 x 18.1 x 7.9" Landscape
14.1 x 20.2 x 7.9" Portrait

18.4 x 18.1 x 7.9" Landscape
14.1 x 20.2 x 7.9" Portrait

16.2 x 14.4–19.5 x 7.9" 17.4 x 14.4–19.5 x 7.9" x 15.4–19.5 x 7.9"

Bezel Width 16mm 16mm 17mm 16mm 16mm

Weight 25.8 lbs 25.8 lbs 21.4 lbs. 23.1 lbs. 24.3 lbs.

Protection Shield 
(optional)

MD21PS-BK MD21PS-BK 3rd Party Option 3rd Party Option 3rd Party Option

Display video cards
(preferred)

MDM10B-2MP MDM10B-2MP N/A N/A N/A

Also Recommended Real Vision and Tech Source Real Vision and Tech Source N/A N/A N/A

Remote Network Sensor
(optional)

SentryDX(MD-N2M5B) SentryDX(MD-N2M5B) SentryDX(MD-N2M5B) SentryDX(MD-N2M5B) SentryDX(MD-N2M5B)

Limited Warranty 3 years, parts and labor 3 years, parts and labor 3-year (all) 3 year (all) 3 year (all)

1 yr. Extended Warranty EW1-MD2MP21 EW1-MD3MP21 EW1-LCD19 EW1-LCD20 EW1-LCD21 

2 yr. Extended Warranty EW2-MD2MP21 EW2-MD3MP21 EW2-LCD19 EW2-LCD20 EW2-LCD21

NEC AccuSync LCD General Business Series

AccuSync™ LCD52V 
AS LCD52V (white)
AS LCD52V-BK (black)

AS LCD52V-BK-TC♦

AS LCD52V-BK-TR♦♦

AccuSync™ LCD52VM
AS LCD52VM (white)
AS LCD52VM-BK (black)

AccuSync™ Touch 
AS LCD72VX-BK-TC♦

AS LCD72VX-BK-TR♦♦

AccuSync™ LCD72VX 
AS LCD72VX (white)
AS LCD72VX-BK (black)
AS LCD72VX-BK-TA

AccuSync™ LCD72VXM 
AS LCD72VXM-BK (black)

AccuSync™ LCD92VX 
AS LCD92VX (white)
AS LCD92VX-BK (black)
AS LCD92VX-BK-TA

AccuSync™ LCD92VXM 
ASLCD92VXM-BK (black)

LCD Size (VIS)* 15" 15" 17" 17" 17" 19" 19"

Display Type TFT-Active Matrix TFT-Active Matrix TFT-Active Matrix TFT-Active Matrix TFT-Active Matrix TFT-Active Matrix TFT-Active Matrix

Native Resolution 1024 x 768 1024 x 768 1280 x 1024 1280 x 1024 1280 x 1024 1280 x 1024 1280 x 1024 

Pixel Pitch 0.297mm 0.297mm 0.264mm 0.264mm 0.264mm 0.294mm 0.294mm

Brightness††(typical) 250 cd/m2 250 cd/m2 250 cd/m2 250 cd/m2 250 cd/m2 250 cd/m2 250 cd/m2

Contrast Ratio (typical) 400:1 400:1 450:1 450:1 450:1 500:1 500:1

Response Time (typical) 16ms /Rapid Response 16ms /Rapid Response 8ms /Rapid Response 8ms /Rapid Response 8ms /Rapid Response 8ms /Rapid Response 8ms /Rapid Response

Viewing Angle (typical)
Up/Down/Left/Right

55°/55°/70°/70°(CR>5) 55°/55°/70°/70°(CR>5) 75°/70°/80°/80°(CR>5) 75°/70°/80°/80°(CR>5) 75°/70°/80°/80°(CR>5) 75°/70°/80°/80°(CR>5) 75°/70°/80°/80°(CR>5)

Color Depth† Over 16 million colors Over 16 million colors Over 16 million colors Over 16 million colors Over 16 million colors Over 16 million colors Over 16 million colors

Input Signal Analog Analog Analog and Digital Analog and Digital Analog and Digital Analog and Digital Analog and Digital

Ambix®/Ambix+™/Ambix3 N/A N/A Ambix Ambix Ambix Ambix Ambix

Input Connector 15 Pin D-Sub 15 Pin D-Sub 15 Pin D-Sub 15 Pin D-Sub and DVI-D 15 Pin D-Sub and DVI-D 15 Pin D-Sub and DVI-D 15 Pin D-Sub and DVI-D

Hor. Freq. Range 31.5 – 61 kHz 31.5 – 61 kHz 31.5 – 81.1 kHz 31.5 – 81 kHz 31.5 – 81 kHz 31.5 – 81 kHz 31.5 – 81 kHz 

Ver. Freq. Range 55 – 76 Hz 55 – 76 Hz 55 – 76 Hz 56 – 76 Hz 56 – 76 Hz 56 – 76 Hz 56 – 76 Hz 

No Touch Auto Adjust Yes Yes Yes Yes Yes Yes Yes

AccuColor® 4 presets 4 presets 4 presets 4 presets 4 presets 4 presets 4 presets

OmniColor™ ‡ No No No No No No No

AutoBright No No No No No No No 

NaViSet (DDC/CI) Yes Yes Yes Yes Yes Yes Yes

Power Supply(Internal) 100 – 240 Volts 100 – 240 Volts 100 – 240 Volts 100 – 240 Volts 100 – 240 Volts 100 – 240 Volts 100 – 240 Volts

Power Consumption 
(typical)(120V)

21W 23W 30W 30W 34W 37W 40W

Vacation Switch No No No No No No No

TileMatrix/TileComp No/No No/No No/No No/No No/No No/No No/No

Tilt /Swivel Stand Yes /No Yes /No Yes /No Yes /No Yes /No Yes /No Yes /No

Height Adjustable Stand No No No No No No No

Pivot Enabled Stand No No No No No No No

Touch Ready Yes Yes Yes Yes Yes Yes Yes

USB Hub No No No No No No

Speakers N/A Integrated N/A N/A Integrated N/A Integrated

Headphone Jack N/A Yes N/A N/A Yes N/A Yes

Dimensions(WxHxD) 13.6 x 13.9 x 6.5" 13.6 x 13.9 x 6.5" 14.8 x 15.3 x 7.1" 14.8 x 15.3 x 7.1" 14.8 x 15.3 x 7.1" 16.5 x 16.8 x 7.9" 16.5 x 16.8 x 7.9"

Weight 7.1 lbs.
(8.6 lbs. touch)

7.3 lbs.
(6.4 lbs. w/out stand)

11.9 lbs. 10.1 lbs.
(9.5 lbs. w/out stand)

10.4 lbs.
(9.5 lbs. w/out stand)

14.3 lbs.
(12.1 lbs. w/out stand)

14.3 lbs.
(12.1 lbs. w/out stand)

Limited Warranty 3-year (all) 3-year (all) 3-year (all) 3-year (all) 3-year (all) 3-year (all) 3-year (all)

1 yr. Extended Warranty EW1-LCD15 EW1-LCD15 N/A EW1-LCD17 EW1-LCD17 EW1-LCD19 EW1-LCD19

2 yr. Extended Warranty EW2-LCD15 EW2-LCD15 N/A EW2-LCD17 EW2-LCD17 EW2-LCD19 EW2-LCD19

NEC MultiSync Enterprise Series

MultiSync® LCD175VX/VXM
LCD175VX (white)
LCD175VX-BK (black)
LCD175VXM (white)
LCD175VXM-BK (black)

MultiSync® LCD195VX 
LCD195VX (white)
LCD195VX-BK (black)

MultiSync® LCD1770VX
LCD1770VX (white)
LCD1770VX-BK (black)

MultiSync® LCD1970VX
LCD1970VX (white)
LCD1970VX-BK (black)

MultiSync® LCD1770NX
LCD1770NX (white)
LCD1770NX-BK (black)

MultiSync® LCD1970NX
LCD1970NX (white)
LCD1970NX-BK (black)

20.1"

TFT-Active Matrix

1600 x 1200

0.255mm

300 cd/m2

800:1

5ms /Rapid Response

XtraView™ 160°
80°/80°/80°/80°(CR>10)

Over 16 million colors

Analog and Digital

Ambix

15 Pin D-Sub and DVI-D

31.5 – 83 kHz 

56 – 75 Hz 

Yes

6 presets including sRGB

No

No

Yes

100 – 240 Volts

44W

Yes

No/No

Yes /Yes

Yes

No

No

No

Optional Soundbar 70

Included in Soundbar 70

17.4 x 15.3–19.6 x 8.7"

19.0 lbs.
(12.5lbs. w/out stand)

3-year (all)

EW1-LCD20

EW2-LCD20 

MultiSync® LCD2070NX
LCD2070NX (white)
LCD2070NX-BK (black)

17"

TFT-Active Matrix

1280 x 1024

0.264mm

250 cd/m2

600:1

8ms /Rapid Response

85°/75°/80°/80°
(CR>5)

Over 16 million colors

Analog and Digital

Ambix

15 Pin D-Sub and DVI-D

31.5 – 81 kHz 

56 – 75 Hz 

Yes

6 presets including sRGB

No

No

Yes

100 – 240 Volts

36W

No

No/No

Yes /Yes

Yes

No

No

Yes

Optional Soundbar 70

Included in Soundbar 70

14.4 x 14.3–18.6 x 7.8"

13.4 lbs.
(9.5 lbs. w/out stand)

3-year (all)

EW1-LCD17

EW2-LCD17 

19"

TFT-Active Matrix

1280 x 1024

0.294mm

270 cd/m2

550:1

8ms /Rapid Response

75°/70°/80°/80°
(CR>5)

Over 16 million colors

Analog and Digital

Ambix

15 Pin D-Sub and DVI-D

31.5 – 81.1 kHz 

56 – 75 Hz 

Yes

6 presets including sRGB

No

No

Yes

100 – 240 Volts 

36W

Yes

No/No

Yes /Yes

Yes

No

No

No

No

No

16.2 x 15.2–19.5 x 8.7"

15.4 lbs.
(10.8 lbs. w/out stand)

3-year (all)

EW1-LCD19

EW2-LCD19 

17"

TFT-Active Matrix

1280 x 1024

0.264mm

250 cd/m2

600:1

8ms /Rapid Response

85°/75°/80°/80°
(CR>5)

Over 16 million colors

Analog and Digital

Ambix

15 Pin D-Sub and DVI-D

31.5 – 81 kHz 

56 – 75 Hz 

Yes

6 presets including sRGB

No

No

Yes

100 – 240 Volts

36W

No

No/No

Yes /Yes

Yes

No

No

No

No

No

14.4 x 14.3–18.6 x 7.8"

13.2 lbs.
(9.3 lbs. w/out stand)

3-year (all)

EW1-LCD17

EW2-LCD17 

MultiSync® LCD1570NX
LCD1570NX (white)
LCD1570NX-BK (black)

MultiSync® LCD1770NXM
LCD1770NXM (white)
LCD1770NXM-BK (black)

17"

TFT-Active Matrix

1280 x 1024

0.264mm

250 cd/m2

600:1

8ms /Rapid Response

85°/75°/80°/80°
(CR>5)

Over 16 million colors

Analog and Digital

Ambix

15 Pin D-Sub and DVI-D

31.5 – 81 kHz 

56 – 75 Hz 

Yes

6 presets including sRGB

No

No

Yes

100 – 240 Volts

36W

No

No/No

Yes /Yes

Yes

No

No

Yes

Yes

Yes

14.4 x 14.5–18.6 x 7.8"

14.3 lbs.
(10.4 lbs. w/out stand)

3-year (all)

EW1-LCD17

EW2-LCD17 

MultiSync® LCD2180WG-
LED-BK(black)
LCD2180WGLEDBKSV
(black)

MultiSync® LCD2190UXi
LCD2190UXi (white)
LCD2190UXi-BK (black)
LCD2190UXi-BK-SV (black)

MultiSync® LCD2190UXp
LCD2190UXp (white)
LCD2190UXp-BK (black)

MultiSync® LCD1990SXi
LCD1990SXi (white)
LCD1990SXi-BK (black)
LCD1990SXi-BK-SV (black)

MultiSync® LCD1990SXp
LCD1990SXp-BK (black)
LCD1990SXp+-BK (black)

MultiSync® LCD1990FX
LCD1990FX-BK (black)

MultiSync® LCD2090UXi
LCD2090UXi (white)
LCD2090UXi-BK (black)
LCD2090UXi-BK-SV (black)

MultiSync® LCD2170NX
LCD2170NX-BK (black)

MultiSync® LCD2070WNX
LCD2070WNX(white)
LCD2070WNX-BK (black)

LCD Size (VIS)*

Display Type

Native Resolution

Pixel Pitch

Brightness††(typical)

Contrast Ratio (typical)

Response Time (typical)

Viewing Angle (typical)
Up/Down/Left/Right

Color Depth†

Input Signal

Ambix®/Ambix+™/Ambix3

Input Connector

Hor. Freq. Range

Ver. Freq. Range

No Touch Auto Adjust

AccuColor®

OmniColor™ ‡

AutoBright

NaViSet (DDC/CI)

Power Supply(Internal)

Power Consumption 
(typical)(120V)

Vacation Switch

TileMatrix/TileComp

Tilt /Swivel Stand

Height Adjustable Stand

Pivot Enabled Stand

Touch Ready

USB Hub

Speakers

Headphone Jack

Dimensions(WxHxD)

Weight

Limited Warranty

1 yr. Extended Warranty

2 yr. Extended Warranty

17"

TFT-Active Matrix

1280 x 1024

0.264mm

250 cd/m2

500:1

8ms /Rapid Response

75°/70°/80°/80°
(CR>5)

Over 16 million colors

Analog and Digital

Ambix

15 Pin D-Sub and DVI-D

31.5 – 81 kHz 

56 – 76 Hz 

Yes

4 presets

No

No

Yes

100 – 240 Volts

30W

No

No/No

Yes /No

No

No

Yes

No

Included on LCD175VXM

N/A

14.5 x 14.9 x 8.1"

9.5 lbs.
(8.4 lbs. w/out stand)

3-year (all)

EW1-LCD17

EW2-LCD17 

19"

TFT-Active Matrix

1280 x 1024

0.294mm

250 cd/m2

550:1

8ms /Rapid Response

75°/70°/80°/80°
(CR>5)

Over 16 million colors

Analog and Digital

Ambix

15 Pin D-Sub and DVI-D

31.5 – 81 kHz 

56 – 76 Hz 

Yes

4 presets

No

No

Yes

100 – 240 Volts

37W

No

No/No

Yes /No

No

No

Yes

No

N/A

N/A

16.0 x 16.0 x 8.1"

12.1 lbs.
(11.0 lbs. w/out stand)

3-year (all)

EW1-LCD19

EW2-LCD19 

15"

TFT-Active Matrix

1024 x 768

0.297mm

250 cd/m2

450:1

16ms /Rapid Response

60°/80°/80°/80°
(CR>5)

Over 16 million colors

Analog and Digital

Ambix

15 Pin D-Sub and DVI-D

31.5 – 60 kHz 

56 – 76 Hz 

Yes

6 presets including sRGB

No

No

Yes

100 – 240 Volts

20W

Yes

No/No

Yes /Yes

Yes

No

No

No

No

No

13.2 x 12.0–15.0 x 7.0"

8.8 lbs.
(TBD w/out stand)

3-year (all)

EW1-LCD15

EW2-LCD15 

NEC MultiSync Professional Series

MultiSync® LCD2690WUXi
LCD2690WUXi-BK (black)
LCD2690WUXi-BK-SV
(black)

MultiSync® LCD1990FXp
LCD1990FXp-BK (black)

19"

TFT-Active Matrix

1440 x 900

0.284mm

300 cd/m2

700:1

5ms /Rapid Response

85°/75°/85°/85°
(CR>5)

Over 16 million colors

Analog and Digital

Ambix

15 Pin D-Sub and DVI-D

31.5 – 81 kHz 

56 – 76 Hz 

Yes

4 presets

No

No

Yes

100 – 240 Volts 

50W

No

No/No

Yes /No

No

No

Yes

No

Integrated

Yes

17.3 x 14.2 x 8.1"

10.1 lbs.
(9.3 lbs. w/out stand)

3-year (all)

EW1-LCD19

EW2-LCD19 

20.1" 

TFT-Active Matrix

1600 x 1200

0.255mm

250 cd/m2

700:1

16ms /Rapid Response

XtraView+™ 176°
88°/88°/88°/88°(CR>10)

Over 16 million colors

Analog and Digital

Ambix

15 Pin D-Sub and DVI-D

31.5 – 91.1 kHz 

56 – 85 Hz 

Yes

6 presets including sRGB

No

No

Yes

100 – 240 Volts

50W

Yes

No/No

Yes /Yes

Yes

No

No

Yes

Optional SoundBar 70

Included in Soundbar 70

17.4 x 15.3–19.6 x 8.7"

19.0 lbs.
(12.5 lbs. w/out stand)

3-year (all)

EW1-LCD20

EW2-LCD20 

19"

TFT-Active Matrix

1280 x 1024

0.294mm

270 cd/m2

800:1

18ms (14ms G to G)

XtraView+™ 178°
89°/89°/89°/89°(CR>10)

Over 16.7 million colors

Analog and Digital

Ambix

15 Pin D-Subs, DVI-I 

31.0 – 82 kHz 

50 – 75 Hz 

Advanced

5 presets including sRGB

No

No

Yes

100 – 240 Volts

40W

Yes

No/No

Yes /Yes

Yes

Yes

No

No

Optional SoundBar 90

Front of SoundBar

15.8 x 14.4–19.5 x 9.7"

18.7 lbs 
(13 lbs w/out stand)

3-year (all)

EW1-LCD19

EW2-LCD19

19"

TFT-Active Matrix

1280 x 1024

0.294mm

250 cd/m2

1000:1

20ms /Rapid Response
(8ms G to G)

XtraView+™ 178°
89°/89°/89°/89°(CR>10)

Over 16.7 million colors

Analog and Digital 

Ambix3

15 Pin D-Sub, DVI-I , DVI-D

31.5 – 81.1 kHz 

50 – 85 Hz 

Advanced

6 presets including sRGB

Yes

Yes

Yes

100 – 240 Volts 

TBD

Yes

Yes/Yes

Yes /Yes

Yes

Yes

Yes

No

Optional SoundBar 90

Front of SoundBar

15.8 x 14.4-19.5 x 9.7"

19.8 lbs 
(13.8 lbs w/out stand)

3-year (all)

EW1-LCD19

EW2-LCD19

19"

TFT-Active Matrix

1280 x 1024

0.294mm

270 cd/m2

600:1

18ms /Rapid Response
(14ms G to G)

XtraView+™ 178°
89°/89°/89°/89°(CR>10)

Over 16.7 million colors

Analog and Digital 

Ambix3

15 Pin D-Sub, DVI-I, DVI-D

31.5 – 81.1 kHz 

50 – 85 Hz 

Advanced

6 presets including sRGB

Yes

Yes

Yes

100 – 240 Volts 

52W

Yes

Yes/Yes

Yes /Yes

Yes

Yes

Yes

No

Optional SoundBar 90

Front of SoundBar

15.8 x 14.4-19.5 x 9.7"

19.8 lbs 
(13.8 lbs w/out stand)

4-year (all)

EW1-LCD194

N/A

20.1"

TFT-Active Matrix

1600 x 1200

0.255mm

280 cd/m2

700:1

16ms /Rapid Response
(8ms G to G)

XtraView+™ 178°
89°/89°/89°/89°(CR>10)

Over 16.7 million colors

Analog and Digital

Ambix3

15 Pin D-Sub, DVI-I, DVI-D

31.5 – 91.1 kHz 

50 – 85 Hz 

Advanced

6 presets including sRGB

Yes

Yes

Yes

100 – 240 Volts 

50W

Yes

Yes /Yes

Yes /Yes

Yes

Yes

Yes

No

Optional SoundBar 90

Front of SoundBar

17.3 x 16.4-22.3 x 9.7"

21.4 lbs 
(15.4 lbs w/out stand)

4-year (all)

EW1-LCD204

N/A

21.3"

TFT-Active Matrix

1600 x 1200

0.270mm

250 cd/m2

430:1

25ms /Rapid Response
(12ms G to G)

XtraView+™ 176°
88°/88°/88°/88°(CR>10)

Up to 1 billion colors

2 Digital

N/A

2-DVI-Ds

31.5 – 91.1 kHz 

50 – 85 Hz 

Advanced

6 presets including sRGB

Yes

No

Yes

100 – 240 Volts 

105W

Yes

No/No

Yes /Yes

No

No

No

No

No

N/A

18.6 x 18.2 x 8.3"

40.3 lbs.
(14.1 lbs w/out stand)

3-year (all)

N/A

N/A

21.3"

TFT-Active Matrix

1600 x 1200

0.270mm

250 cd/m2

500:1

20ms /Rapid Response
(10ms G to G)

XtraView+™ 178°
89°/89°/89°/89°(CR>10)

Over 16.7 million colors

Analog and Digital 

Ambix3

15 Pin D-Sub, DVI-I, DVI-D 

31.5 – 91.1 kHz 

50 – 85 Hz 

Advanced

6 presets including sRGB

Yes

Yes

Yes

100 – 240 Volts 

52W

Yes

Yes/Yes

Yes /Yes

Yes

Yes

Yes

No

Optional Soundbar 90

Front of Soundbar

18.3 x 16.7–22.6 x 9.7"

23.6 lbs 
(17.6 lbs w/out stand)

4-year (all)

EW1-LCD214

N/A

21.3"

TFT-Active Matrix

1600 x 1200

0.270mm

300 cd/m2

1000:1

16ms/Rapid Response
(8ms G to G)

XtraView+™ 176°
88°/88°/88°/88°(CR>10)

Over 16.7 million colors

Analog and Digital 

Ambix3

15 Pin D-Sub, DVI-I, DVI-D 

31.5 – 91.1 kHz 

50 – 85 Hz 

Advanced

6 presets including sRGB

Yes

Yes

Yes

100 – 240 Volts 

60W

Yes

Yes/Yes

Yes /Yes

Yes

Yes

Yes

No

Optional Soundbar 90

Front of Soundbar

18.3 x 16.7–22.6 x 9.7"

23.6 lbs 
(17.6 lbs w/out stand)

3-year

EW1-LCD21

EW2-LCD21

19"

TFT-Active Matrix

1280 x 1024

0.294mm

250 cd/m2

1500:1

20ms/Rapid Response
(8ms G to G)

XtraView+™ 178°
89°/89°/89°/89°(CR>10)

Over 16.7 million colors

Analog and Digital

Ambix

15 Pin D-Subs, DVI-I 

31.5 – 81.1 kHz 

50 – 75 Hz 

Advanced

5 presets including sRGB

No

No

Yes

100 – 240 Volts

35W

Yes

No/No

Yes /Yes

Yes

Yes

No

No

Optional SoundBar 90

Front of SoundBar

15.4 x 16.1–22 x 9.7"

17.6 lbs 
(11.7 lbs w/out stand)

3-year (all)

EW1-LCD19

EW2-LCD19

25.5" widescreen

TFT-Active Matrix

1920 x  1200

0.287mm

400 cd/m2

800:1

12ms /Rapid Response
(6.5ms G to G)

XtraView+™ 178°
89°/89°/89°/89°(CR>10)

Over 16.7 million colors

Analog and Digital

Ambix3

15 Pin D-Sub, DVI-I , DVI-D

31.5 –91.1 kHz 

50 – 85 Hz 

Advanced

6 presets including sRGB

Yes

Yes

Yes

100 – 240 Volts

TBD

Yes

Yes/Yes

Yes /Yes

Yes

Yes

No

No

Optional SoundBar 90

Front of SoundBar

23.2 x 16.4–22.3 x 10"

27.1 lbs
(20.9 lbs w/out stand)

4-year (all)

EW1-LCD264

N/A

19"

TFT-Active Matrix

1280 x 1024

0.294mm

250 cd/m2

800:1

20ms /Rapid Response

XtraView+™ 176°
88°/88°/88°/88°(CR>10)

Over 16 million colors

Analog and Digital

Ambix

15 Pin D-Sub and DVI-D

31.5 – 81.1 kHz 

56 – 75 Hz 

Yes

6 presets including sRGB

No

No

Yes

100 – 240 Volts 

46W

Yes

No/No

Yes /Yes

Yes

No

No

Yes

Optional Soundbar 70

Included in Soundbar 70

16.2x 15.2–19.5 x 8.7"

16.5 lbs.
(11.9 lbs. w/out stand)

3-year (all)

EW1-LCD19

EW2-LCD19 

20.1" widescreen

TFT-Active Matrix

1680 x 1050

0.258mm

300 cd/m2

600:1

18ms /Rapid Response

75°/70°/80°/80°(CR>5)

Over 16 million colors

Analog and Digital

Ambix

15 Pin D-Sub and DVI-D

31.5 – 81.1 kHz 

56 – 75 Hz 

Yes

6 presets including sRGB

No

No

Yes

100 – 240 Volts

74W

Yes

No/No

Yes /Yes

Yes

No

No

Yes

Optional SoundBar 70

Front of Soundbar

18.6 x 14.6–18.9 x 8.7"

18.7 lbs.
(12.6 lbs. w/out stand)

3-year (all)

EW1-LCD20

EW2-LCD20 

21.3"

TFT-Active Matrix

1600 x 1200

0.27mm

300 cd/m2

1000:1

8ms /Rapid Response

XtraView+™ 176°
88°/88°/88°/88°(CR>10)

Over 16.7 million colors

Analog and Digital

Ambix

15 Pin D-Sub and DVI-D

31.5 – 91.1 kHz 

56.0 – 85.0 Hz 

Yes

6 presets including sRGB

No

No

Yes

100 – 240 Volts

58W

Yes

No/No

Yes /Yes

Yes

No

No

Yes

Optional SoundBar 70

Included in SoundBar 70

18.4 x 15.6–20.0 x 8.7"

20.3 lbs.
(14.1 lbs. w/out stand)

3-year (all)

EW1-LCD21

EW2-LCD21 

MultiSync® LCD195WVXM-BK
LCD195WVXM-BK (black)

MultiSync® LCD2070VX
LCD2070VX (white)
LCD2070VX-BK (black)

24.0” widescreen

TFT-Active Matrix

1920 x 1200

.270mm

400cd/m2

800:1

12ms/Rapid Response 
(6ms G to G)

XtraView+178
89°/89°/89°/89°(CR>10)

Over 16.7 million colors

Analog and Digital

Ambix3

15 Pin D-Sub, DVI-I, DVI-D

31.5-91.1 KHz

50-85 Hz

Advanced

6 presets including sRGB

Yes

Yes

Yes

100 – 240 Volts

TBD

Yes

Yes/Yes

Yes/Yes

Yes

Yes

No

No

Optional Soundbar 90

Front of Soundbar

21.7 x 16.4-22.3 x 10"

25.6lbs
19.4 lbs w/out stand)

4-year (all)

EW1-LCD244

N/A

MultiSync® LCD2490WUXi
LCD2490WUXi-BK (black)

NEC AccuSync CRT General Business Series NEC MultiSync Enterprise Series

CRT Size (VIS)* 15" (14.0") 17" (16.0") 21" (20.0") 17" (16.0") 17" (16.0") 19" (18.0")

Display Type Shadow Mask Shadow Mask Shadow Mask ClearFlat™ Shadow Mask ClearFlat™ Shadow Mask ClearFlat™ Shadow Mask

Maximum PC Res. 1280 x 1024 @ 66 Hz 1280 x 1024 @ 66 Hz 1600 x 1200 @ 76 Hz 1280 x 1024 @ 66 Hz 1280 x 1024 @ 60 Hz 1600 x 1200 @ 75 Hz

Recom. PC Res. 1024 x 768 @ 85 Hz 1024 x 768 @ 85 Hz 1280 x 1024 @ 85 Hz 1024 x 768 @ 85 Hz 1024 x 768 @ 85 Hz 1280 x 1024 @ 89 Hz

Dot/Grille Pitch 0.27/0.23mm horizontal 0.27/0.23mm horizontal 0.25/0.22mm horizontal 0.25mm horizontal 0.25mm horizontal 0.25mm horizontal 

Color Depth† Unlimited Unlimited Unlimited Unlimited Unlimited Unlimited

Maximum Input 

Video Bandwidth**

110 MHz 110 MHz 208 MHz 110 MHz 110 MHz 203 MHz

Input Signal Analog Analog Analog Analog Analog Analog

Signal Cable 15 Pin D-Sub 15 Pin D-Sub 15 Pin D-Sub 15 Pin D-Sub 15 Pin D-Sub 15 Pin D-Sub

Hor. Freq. Range 30 – 71 kHz 30 – 71 kHz 31 – 96 kHz 30 – 71 kHz 30 – 71 kHz 30 – 98 kHz 

Ver. Freq. Range 50 – 120 Hz 50 – 120 Hz 55 – 160 Hz 50 – 120 Hz 50 – 120 Hz 50 – 160 Hz

On-Screen Manager Yes Yes Yes Yes Yes Yes

Brightness/Contrast Digital Digital Digital Digital Digital Digital 

Geometry Adjustment Yes Yes Yes Yes Yes Yes

AccuColor 2 preset and custom 2 preset and custom 2 preset and custom 2 preset and custom 3 preset and custom 2 preset and custom

sRGB Compatible N/A N/A N/A Yes N/A Yes

ClearFlat No No No Yes Yes Yes

NaViSet™ (DDC/CI) N/A N/A N/A No N/A No

Power Supply 100 – 240 Volts 100 – 240 Volts 100 – 240 Volts 100 – 240 Volts 100 – 240 Volts 100 – 240 Volts

Power Consumption 

(typical)(120V)
63W 73W 140W 68W 73W 103W

Removable Stand Yes Yes Yes Yes Yes Yes

Speakers N/A N/A N/A N/A Integrated N/A

Headphone Jack N/A N/A N/A N/A Left side N/A

Dimensions (WxHxD) 14.2 x 15.3 x 15.4" 15.7 x 15.6 x 16.5" 19.6 x 20.1 x 20.3" 15.8 x 15.6 x 16.7" 17.3 x 15.8 x 16.8" 17.6 x 17.9 x 18.5"

Weight 27.3 lbs. 31.1 lbs. 66.0 lbs. 35.3 lbs. 33.3 lbs. 40.8 lbs.

Limited Warranty 3-year All 3-year All 3-year All 3-year All 3-year All 3-year All

1 yr. Extended Warranty EW1-CRT15 EW1-CRT17 EW1-CRT21 EW1-CRT17 EW1-CRT17 EW1-CRT19

2 yr. Extended Warranty EW2-CRT15 EW2-CRT17 EW2-CRT21 EW2-CRT17 EW2-CRT17 EW2-CRT19

AccuSync™ 500 

AS500 (white)
AccuSync™ 700 

AS700 (white)
AS700-BK (black)

MultiSync FE772M 

FE772M-BK (black)
MultiSync® FE772

FE772-BK (black)
MultiSync® FE992

FE992-BK (black)
AccuSync™ 120

AS120-BK (black)

CRT Desktop Displays

* VIS stands for viewable image size   ** Video bandwidth of the signal applied to the monitor      † Dependent on graphic card capability 

* VIS stands for viewable image size   Touch Capative Technology  Touch Resistive Technology  †Dependent on graphic card capability 
‡ sRGB is achieved via OmniColor™  ††Brightness decreases over time

* VIS stands for viewable image size       * *Touch Capacitive Technology

* VIS stands for viewable image size     ** Video bandwidth of the signal applied to the monitor     † Dependent on graphic card capability     ‡ sRGB is achieved via OmniColor™     ††Brightness decreases over time      *** SoundBar is available in white or black   
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